ESS Profile - Update

ESS Profile ESS-AP Table Security Profiles

AP VLAN Tag
AP VLAN Priority
Countermeasure

Multicast MAC Transparency
Band Steering Mode

Band Steering Timeout(seconds)
Expedited Forward Override
SSID Broadcast for Vport

B Supported Transmit Rates (Mbps)

B Base Transmit Rates (Mbps)

Summary Selection

SSID Mumber 1
ESS Profile Name CFOT
S50 CFOT
Enable/Disable
Security Profile Name
Primary RADIUS Accounting Server No Data for Primary RADIUS Accounting Server
Secondary RADIUS Accounting Server No Data for Secondary RADIUS Accounting Server
Accounting Interim Interval (seconds) 3600 Valid range: [600-36000]
Beacon Interval (msec) 100 Valid range: [20-1000]
SSID Broadcast on v
Bridging [ irFortress (1 1pve [ AppleTalk
New AP's Join ESS
Tunnel Interface Type | Configured VLAN Only ~
WVLAN Mame WirelessLAN v
GRE Tunnel Profile Name No Data for GRE Tunnel Profile Name
Allow Multicast Flag
Isolate Wireless To Wireless traffic Off ~~
Multiple IP per Station Off v

Multicast-to-Unicast Conversion

Virtual Cell

Virtual Port Cff
Overflow from Mo ESS
APSD Support Qff

DTIM Period (number of beacons)

| Valid range: [1-255]

Dataplane Mode Tunneled
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Band Steering to N Band v|
| Vvalid range: [1-65535]
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[Disabled V]
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